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 Modello/Model:  FAST & LOCK 400

EAN

Trabattello in alluminio
• Sistema BREVETTATO di bloccaggio dei tiranti a innesto e chiusura 

rapida (con rotazione del gancio in senso orario). Il gancio ha anche 
la funzione di trattenuta, per ulteriore sicurezza anti-sfilo laterale.

•  Pianale in Eurodeck sostenuto da una struttura con telaio in alluminio 
saldato. Le estremità del telaio sono sagomate e permettono un 
incastro perfetto sul piolo. Botola di accesso 61x46 cm.

•  Kit di montaggio ruote a 2 mm da terra per spostare facilmente 
l’attrezzo.

•  Barra stabilizzatrice anti-ribaltamento.
•  8 tiranti (in tubo rettangolare, profilo 34x22 mm), di cui 2 con 

funzione di protezione dell’utilizzatore del trabattello.
•  Portata massima garantita 150 kg.
•  Conforme al D.Lgs. 81/08

TIRANTI COMPLETAMENTE 
PREMONTATI

COMPLETELY PRE-ASSEMBLED RODS

Aluminium scaffolding
•  PATENTED locking system, very easy and fast to lock thanks to the hook 

that must be rotated clockwise.
•  Wooden platform (Eurodeck) supported by an aluminium structure. It 

guarantees a perfect fit to the rung. Trapdoor dimensions: cm 61x46
•  Wheels kit turns 2 mm from the ground for moving the scaffolding 

easily.
•  Stabilizer bars.
•  8 rods (34x22 mm profile), 2 for protecting the user.
•  Max load 150 kg.
•  In accordance with D.Lgs. 81/08
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